
 

  PRODUCTS | FERROUS METALS | BILLETS 

We supply high quality steel billets of various cross-sections and sizes from different reliable mills all 

around the world which enable us to meet the customer requirements and industry specifications, 

including different standards. 

CHEMICAL COMPOSITION: 
Chemistry  %C %Si %Mn %P %S N(ppm) 

 0.18~0.24 0.15~0.20 0.60~0.80 0.035 max 0.035 max 120 max 

Tramp Elements (Ni + Cr + Cu + Mo) 

PHYSICAL PARAMETERS: 

No. item Criteria 

1 LENGTH 6 meter up to 12 meter 

2 SECTION 100X100 mm
2 

| 125X125 mm
2 

| 150X150 mm
2
 

3 DIAGONAL DIFFERENCE  ≤ 10mm 

4 CORNER RADIUS  8mm 

5 BENDING  Not more than 30mm in 6 meter 
Not more than 60mm in 12 meter  

6 ANGULAR TWIST  Not more than 1 degree per meter and not more than 
6 degrees over 12 meter length. 

7 SURFACE  The billets will be free from surface imperfection which 
impair the product Quality such as longitudinal cracks, 
transverse cracks, Scab and thick scale, slag Patches, 
surface blow holes etc. 

  


