
 

  PRODUCTS | FERROUS METALS | TINPLATE 

 We supply high quality tinplate which is coated on both sides with pure tin at various coating 

weights between 1 and 12 grams per square meter. It has an extremely beautiful metallic luster as 

well as excellent properties in corrosion resistance, solder ability, and weld ability. 

Tinplate 

PARAMETERS TECHNICAL DETAILS / SPECIFICATIONS 

Applications Chemicals and painting cans, Dry food cans, 
Liquid food cans, Sea food cans, Crown corks, 
easy open ends(EOE), Electrical machinery 
parts, Bakeware and household kitchen parts 

Width (mm) 600 to 1010 (Tolerance: +2/-0 mm) 

Coil Weight (MT) 3 to 10 MT 

packaging Wrapped completely with an inner cover of 
plastic or waterproof papers with corners 
protected with metal angels on wooden 
pallets. 

Production Standards GB/T 2520-2000 
JIS G3303-2002 
DIN EN 10202-2001 
ASTM A623M-2002 
ISO 11949-1995 

Surface finish Single reduced and doubled reduced surfaces. 
Tinplate surfaces is passivated. The Dioctyl 
Sebacate(D.O.S.) is used as oiling to protect the 
tinplate surface and reduce the friction. 

 

 

 


